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Our forward plates all have one thing in common – they keep 
you going without interruption. The part of the range specialised 
in granular soil has been designed for compacting thin to 
medium layers. Silt and gravel require good climbing capacity, 
high centrifugal forces and high speeds. Husqvarna LF 80 is 
fast and it belongs to the most powerful machines on the 
market weighing less than 100 kg.

All LF compactors are factory prepared for mounting a block 
paving kit to protect paving blocks from cracking. The patented 
low vibration handle is standard, and designed to minimize 
strain on your hands and arms as well as contribute to a safer, 
more productive and enjoyable workday. 

GETTING THE WORK 
DONE FAST AND EASY

1300 BROOKS (276 657)
service@brooksequipment.com.au
www.brooksequipment.com.au



LF 130 LT LF 80 LLF 100 L LF 75 L LF 50 L LX 90

H
U

SQ
VA

RN
A

 L
F 

80
 L

HUSQVARNA LF/LX SERIES

FORWARD PLATE COMPACTORS SOIL

LONG BELT-LIFE
The lifespan of the V-belt is increased thanks 
to a cooling fan and a ventilated cover.

SMOOTH RESULT
The bottom plates have rounded edges 
to avoid marking the surface.

DAMPING VIBRATION
In addition to the standard handle, all forward plates are 
equipped with a patented vibration damping handle that 
lowers the vibration levels below 2 m/s², allowing for  
a full day’s work.

EASY LIFTING
The machine has a standard lifting eye for 
crane lifting. It’s positioned to keep the 
machine in balance during lifting.

SAVING SPACE
The handle completely folds over making 
transport and storage easier.

FAST AND POWERFUL
According to customer feedback, Husqvarna 
LF 80 is among the fastest and most powerful 
machines in its weight class.

1300 BROOKS (276 657)
service@brooksequipment.com.au
www.brooksequipment.com.au



LF 130 LT1 LF 100 L LF 80 L LF 75 L LF 50 L LF 100 LAT1 LF 80 LAT1 LF 75 LAT1 LF 60 LAT1

Engine Honda GX160 Hatz 1B20 Honda GX160 Hatz 1B20 Honda GX160 Honda GX160 Honda GX160 Honda GX100 Honda GX160 Hatz 1B20 Honda GX160 Honda GX160 Honda GX160 Honda GX100 

Power, kW 3.6 2.5 3.6 2.5 3.6 3.6 3.6 2.1 3.6 2.5 3.6 3.6 3.6 2.1

Fuel Petrol Diesel Petrol Diesel Petrol Petrol Petrol Petrol Petrol Diesel Petrol Petrol Petrol Petrol

Operating weight, kg 135 142 97 106 84 85 82 53 109 118 95 97 95 67

Frequency, Hz 95 95 95 95 95 95 95 95 95 95 95 95 95 95

Centrifugal force, kN 20 20 17 17 19 15 15 8 17 17 19 15 15 10

Speed, m /min 22 22 25 25 33 24 27 24 25 25 33 24 27 25

H /A vibrations, standard handle, m /s² 5.4 6.8 6 9.3 6.7 6.0 6.0 6.9 6 9.3 6.7 6.0 6.0 7.9

H /A vibrations, vibr reduced handle, m /s² 1.1 1.1 1.3 1.9 1.2 1.2 1.2 1.8 1.3 1.9 1.2 1.2 1.2 1.9

Sound power, guaranteed, dB(A) 104 104 104 105 103 104 104 100 104 105 103 104 104 100

Sound pressure at operators ear, dB(A) 95 93 93 93 91 91 91 89 93 93 91 91 91 88

Plate width, mm 500 500 500 500 420 500 420 320 500 500 420 500 420 350

Plate length, mm 580 580 595 595 570 570 570 505 595 595 570 570 570 545

L×W×H, mm 960×500×995 960×500×1122 960×500×995 960×500×995 960×420×995 960×500×995 960×420×995 940×320×965 960×500×995 960×500×995 960×420×995 1037×500×995 960×420×995 986×350×968

PART NUMBERS
967 89 66−01 967 89 69−01 967 85 51−01 967 85 51−03 967 85 50−01 967 89 67−02 967 89 67−01 967 85 47−01 967 85 51−02 967 89 68−01 967 85 50−02 967 85 49−02 967 85 49−01 967 85 48−01

1) With transport wheels.

FORWARD PLATE COMPACTORS – SOIL AND ASPHALT

BLOCK  
PAVING KIT

WATER TANK

TRANSPORT  
WHEEL KIT

FORK LIFT DEVICE

ACCESSORIES /  OPTIONAL LF 130 LT1 LF 100 L LF 80 L LF 75 L LF 50 L LF 100 LAT1 LF 80 LAT1 LF 75 LAT1 LF 60 LAT1

Block paving kit 594 86 82−01 594 86 82−01 594 86 82−01 594 86 82−01 594 86 81−01 594 86 82−01 594 86 81−01 594 75 72−01 594 86 82−01 594 86 82−01 594 86 81−01 594 86 82−01 594 86 81−01 595 36 75−01

Water tank — — 596 39 29−02 596 39 29−02 596 39 29−02 596 39 29−02 596 39 29−02 — 596 39 29−02 596 39 29−02 596 39 29−02 596 39 29−02 596 39 29−02 596 32 74−01

Transport wheel kit 594 20 49−01 594 20 49−01 594 20 49−01 594 20 49−01 594 20 49−01 594 20 49−01 594 20 49−01 595 12 07−01 594 20 49−01 594 20 49−01 594 20 49−01 594 20 49−01 594 20 49−01 595 12 07−01

Fork lift device 595 50 31−01 595 50 31−01 595 50 31−01 595 50 31−01 595 50 31−01 595 50 31−01 595 50 31−01 — 595 50 31−01 595 50 31−01 595 50 31−01 595 50 31−01 595 50 31−01 —

LX 90

Engine Honda GX160

Power, kW 3.6

Fuel Petrol

Operating weight, kg 96

Frequency, Hz 75

Centrifugal force, kN 16

Speed, m/min 22

H /A handle vibrations, m/s² 6.1

Sound power, guaranteed, dB(A) 104

Sound pressure at operators ear, dB(A) 92

Plate diameter, mm 450

L×W×H, mm 450×450×920

PART NUMBER
Manual start 967 89 71−01

ROUND PLATE COMPACTOR

LH 804 LH 700

Engine Hatz 1D90V   Hatz 1D90V   Hatz 1D90V   Hatz 1D90V Hatz 1D90V Hatz 1D90V

Power, kW 11.0 11.0 11.0 11.0 11.0 11.0

Fuel Diesel Diesel Diesel Diesel Diesel Diesel

Operating weight, kg 820 820 820 780 780 780

Frequency, Hz 53 53 53 53 53 53

Centrifugal force, kN 95 95 95 95 95 95

Speed, m/min 30 30 30 30 30 30

H /A handle vibrations, m/s² — — — 3.3 3.3 3.3

Sound power, guaranteed, LWA, dB(A) 109 109 109 109 109 109

Sound pressure at operators ear, LPA, dB(A) — — — 98.4 98.4 98.4

Plate width, mm 960 (660+2×150) 810 (660+2×75) 660 960 (660+2×150) 810 (660+2×75) 660

L×W×H, mm 1150×960×790 1150×810×790 1150×660×790 1880×960×1180 1880×810×1180 1880×660×1180

PART NUMBERS
Electric start 967 89 73−04 967 89 73−03 967 89 73−01 967 89 72−06 967 89 72−04 967 89 72−01

ACCESSORIES /  OPTIONAL LH 804 LH 700

Extension plate kit 2×75 mm 594 82 60−01 594 82 60−01 594 82 60−01 594 82 60−01 594 82 60−01 594 82 60−01

Extension plate kit 2×150 mm 594 82 61−01 594 82 61−01 594 82 61−01 594 82 61−01 594 82 61−01 594 82 61−01

FORWARD AND REVERSIBLE PLATE COMPACTORS – LH SERIES HEAVY PLATES

ACCESSORIES

SOIL AND  
ASPHALT

RANGE OVERVIEW AND TECHNICAL SPECIFICATIONS

1300 BROOKS (276 657)
service@brooksequipment.com.au
www.brooksequipment.com.au

LF 130 LT1 LF 100 L LF 80 L LF 75 L LF 50 L LF 100 LAT1 LF 80 LAT1 LF 75 LAT1 LF 60 LAT1

Engine Honda GX160 Hatz 1B20 Honda GX160 Hatz 1B20 Honda GX160 Honda GX160 Honda GX160 Honda GX100 Honda GX160 Hatz 1B20 Honda GX160 Honda GX160 Honda GX160 Honda GX100 

Power, kW 3.6 2.5 3.6 2.5 3.6 3.6 3.6 2.1 3.6 2.5 3.6 3.6 3.6 2.1

Fuel Petrol Diesel Petrol Diesel Petrol Petrol Petrol Petrol Petrol Diesel Petrol Petrol Petrol Petrol

Operating weight, kg 135 142 97 106 84 85 82 53 109 118 95 97 95 67

Frequency, Hz 95 95 95 95 95 95 95 95 95 95 95 95 95 95

Centrifugal force, kN 20 20 17 17 19 15 15 8 17 17 19 15 15 10

Speed, m/min 22 22 25 25 33 24 27 24 25 25 33 24 27 25

H /A vibrations, standard handle, m/s² 5.4 6.8 6 9.3 6.7 6.0 6.0 6.9 6 9.3 6.7 6.0 6.0 7.9

H /A vibrations, vibr reduced handle,m/s² 1.1 1.1 1.3 1.9 1.2 1.2 1.2 1.8 1.3 1.9 1.2 1.2 1.2 1.9

Sound power, guaranteed, dB(A) 104 104 104 105 103 104 104 100 104 105 103 104 104 100

Sound pressure at operators ear, dB(A) 95 93 93 93 91 91 91 89 93 93 91 91 91 88

Plate width, mm 500 500 500 500 420 500 420 320 500 500 420 500 420 350

Plate length, mm 580 580 595 595 570 570 570 505 595 595 570 570 570 545

L×W×H, mm 960×500×995 960×500×1122 960×500×995 960×500×995 960×420×995 960×500×995 960×420×995 940×320×965 960×500×995 960×500×995 960×420×995 1037×500×995 960×420×995 986×350×968

PART NUMBERS
967 89 66−01 967 89 69−01 967 85 51−01 967 85 51−03 967 85 50−01 967 89 67−02 967 89 67−01 967 85 47−01 967 85 51−02 967 89 68−01 967 85 50−02 967 85 49−02 967 85 49−01 967 85 48−01

1) With transport wheels.

FORWARD PLATE COMPACTORS – SOIL AND ASPHALT

ACCESSORIES /  OPTIONAL LF 130 LT1 LF 100 L LF 80 L LF 75 L LF 50 L LF 100 LAT1 LF 80 LAT1 LF 75 LAT1 LF 60 LAT1

Block paving kit 594 86 82−01 594 86 82−01 594 86 82−01 594 86 82−01 594 86 81−01 594 86 82−01 594 86 81−01 594 75 72−01 594 86 82−01 594 86 82−01 594 86 81−01 594 86 82−01 594 86 81−01 595 36 75−01

Water tank — — 596 39 29−02 596 39 29−02 596 39 29−02 596 39 29−02 596 39 29−02 — 596 39 29−02 596 39 29−02 596 39 29−02 596 39 29−02 596 39 29−02 596 32 74−01

Transport wheel kit 594 20 49−01 594 20 49−01 594 20 49−01 594 20 49−01 594 20 49−01 594 20 49−01 594 20 49−01 595 12 07−01 594 20 49−01 594 20 49−01 594 20 49−01 594 20 49−01 594 20 49−01 595 12 07−01

Fork lift device 595 50 31−01 595 50 31−01 595 50 31−01 595 50 31−01 595 50 31−01 595 50 31−01 595 50 31−01 — 595 50 31−01 595 50 31−01 595 50 31−01 595 50 31−01 595 50 31−01 —

LT 8005 LT 6005 LT 5005 

Engine Hatz 1B20 Hatz 1B20 Honda GXR120 Honda GXR120 Honda GXR120 Honda GXR120 

Power, kW 3.0 3.0 2.7 2.7 2.7 2.7

Fuel Diesel Diesel Petrol Petrol Petrol Petrol

Operating weight, kg 99 98 70 69 62 61

Frequency, Hz 12 12 12 12 12 12

Speed, m/min 12 12 15−18 15−18 15−18 15−18

H /A handle vibrations, m/s² 11.9 11.9 6.4 6.4 6.4 6.4

Sound power, guaranteed, dB(A) 107 107 106 106 106 106

Sound pressure at operators ear, dB(A) 95 95 92 92 92 92

Plate width, mm 330 280 280 230 230 150

Plate length, mm 332 332 332 332 332 332

L×W×H, mm 796×444×1088 796×444×1088 726×345×1084 726×345×1084 726×345×1025 726×345×1025

PART NUMBERS
967 93 39−02 967 93 39−01 967 85 45−02 967 85 45−01 967 85 46−01 967 85 46−02

ACCESSORIES /  OPTIONAL LT 8005 LT 6005 LT 5005 

Transport wheel kit 596 02 38−01 596 02 38−01 596 02 38−01 596 02 38−01 596 02 38−01 596 02 38−01

TAMPERS

SOIL

RANGE OVERVIEW AND TECHNICAL SPECIFICATIONS
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LT 8005, LT 6005,  
LT 5005

LF 130 LF 100 LF 80 LF 50 LX 90 LP 9505 LH 804, LH 700 LG 504 LG 400 LG 300 LG 204 LG 164 LP 6505

or static compaction

Maximum depth at 4 passes /  LP rollers at 8 passes.

Rockfill /macadam ClaySand /gravel SubbaseSilt

All figures are to be considered indicative as soils may vary and impact compaction results.

Depth, m
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LT 8005, LT 6005,  
LT 5005

LF 130 LF 100 LF 80 LF 50 LX 90 LP 9505 LH 804, LH 700 LG 504 LG 400 LG 300 LG 204 LG 164 LP 6505

or static compaction

Base

1300 BROOKS (276 657)
service@brooksequipment.com.au
www.brooksequipment.com.au



Authorised  Dealer in Australia 

1300 BROOKS (276 657)
service@brooksequipment.com.au
www.brooksequipment.com.au
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